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China Starwin 1.2M RX ONLY ANTENNA DATASHEET(SMC)

Performance Strength
 High quality SMC reflector panels and galvanized steel backup structure
 C,KU, KA, X BAND Available , meeting FCC and ITU-RS-580 requirements
 Galvanized steel elevation over azimuth pedestal
 Fixed foundation and Non penetrating foundation optional for wider choice
 Survives 125 mph winds in any position

Description

China Starwin 1.2m SMC Rx only antenna delivers exceptional high performance for receive
application in C, Ku, ka, X band in Rx 2 port or Rx 1 port with high gain ,low noise and low
microwave interference.

China Starwin 1.2m SMC Rx only antenna offers a fine reflector design with a stretch formed
double contoured panels, strong back struts and hub fore ease of field alignment. The standard
designed azimuth over elevation pedestal provides a cost-effective solution for ground or roof
installation with high stiffness and stability , full orbital arc coverage and fine drive performance,
and ensures the pointing and tracking accuracy .

mailto:sales@starwincom.cn,


China Starwin Science&Technology Co., Ltd.
Tel:+8629-87650669,E-mail:sales@starwincom.com ,http://www.starwincom.com

Copyright©2013 Starwin

2

Technical Specification

R.F Specification

Frequency Ku-band(Receive)
10.70-12.75Ghz

Gain 42.15dB

VSWR 1.25:1

Beam width(-3dB) 1.3°

Antenna Noise Temperature 20° Elevation 24°K

Typical G/T
(at 20° Elevation. Clear horizon

11.85Ghz/90°K LNA)
22.7dB/°K

Feed Interface WR-75F

Feed Insertion Loss 0.2dB

Cross Polanzation Isolation
On Axis

Within 1dB Contour
35dB
30dB

Port to Port Isolation (Tx-Rx with Filter) ≥85dB

Sidelobes
1st side-lobe
100λD°≤θ≤48°

-14dB
29-25Log θ dBi

Mechanical Specification

Reflector Material SMC

Antenna optics Offset

Mount Type Elevation over Azimuth

Elevation Adjustment Range 5° to 90°, Continuous

Azimuth Adjustment Range 360° Continuous

Shipping Weight 25Kg

Environmental Specification

Wind Loading Operation 20m/s
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Wind Loading Survival 35m/s

Temperature Operational -40°~+60°

Rain Operational Survival 10cm/h

Ice Operational Survival 2.5cm

Solar Radiation 1000Kcal/h/m²

Atmospheric Conditions Salt. Pollutants and Contaminants as Encountered in
Coastal and Industrial Areas
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