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Product Features

• Compatible with any Serial Digital Signal up to 3.0 Gbps
• Available with internal optics for use with a single optical fiber
• Standardized channels for both CWDM bands for compatibility with Python™ systems
• Passes SDI embedded audio and all ancillary data
• Input equalization and reclocking for SDI video on buffered outputs
• Available in any custom configuration for Bi-Directional Transport up to 16 total channels
• Real-time status LED indicators for troubleshooting and monitoring
• DWDM systems available by request for higher density systems
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Base Model F-1SDI-TX/RX -RM support single mode fiber up to 40Km and it 
has SC/APC connector

Additional Model Selection : F-MSDI-TX/RX-RM-XX-YY-ZZ-3G

F-1SDI-TX/RX-RM-XX XX = Optical connector : SC/PC , FC/PC/SC/PC
(same price)

F-1SDI-TX/RX-RM-XX-YY  YY = Fiber optic distance 60,80,100,120Km 
(add $)

F-1SDI-TX/RX-RM-XX-YY-ZZ ZZ = (MM) Multi-mode, (SM) Single-mode (same 
price)

F-1SDI-TX/RX-RM-XX-YY-ZZ-3G

3G SDI supprted up to 3Gbps and pathological pattern
(add $)

Product Specifications  
*All Specifications Subject to Change Without Notice
Optical Characteristics  

1310 nm CWDM Band
1271nm, 1291nm, 1311nm, 1331nm
1351nm, 1371nm, 1411nm, 1431nm
1550 nm CWDM Band
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Wavelength 1471nm, 1491nm, 1511nm, 1531nm
1551nm, 1571nm, 1591nm, 1611nm

*Other Wavelengths Available By Request
*DWDM up to 160 Ch/Fiber By Request

Fiber Cable Single Mode or Multi Mode FOC
Optical Data Rate Up to 4.25 Gbps (Model Specific)
Optical Source DFB Laser Module - CWDM

Optical Budget 25 dB - Standard
35 dB - Long Range

Fiber Connectors SC/APC - Standard
ST, ST/APC - By Request

Electrical Characteristics  
Input Any Serial Digital Signal up to 3.0 Gbps
Input Level 1.00 V Peak to Peak
I/O Impedance 75 Ohm
Electrical Connectors BNC - 75 Ohm
Mechanical/Environmental  
Dimensions (L x W x H) 480mm x 225mm x 88mm
Weight 8-15lb - Depending On Configuration

Temperature Range Operating: -10C to + 55C
Storage: -30C to + 70C

Humidity Range 0 to 95%, non-condensing

Power 100 - 240 VAC Auto Switching PSU
10 - 30 Watt Depending On Configuration

Realizacja: 

    (954) 941-8883  
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